File name G:\\CONNECT 2015-18\TEMP WSP - MYDDLE SCHOOL SAFETY\03 DRAWINGS\CONSTRUCTION\70037965-C-500 DRAINAGE.DWG, printed on 29 March 2018 09:12:44, by Bevan, Rhys

Y DO NOT SCALE
/ © Crown copyright and database rights 2018 OS 100049049.
y You are permitted to use this data solely to enable you to resspond
Existing qully frame to be raised approximately 65mm Existing gully outlet to be maintained. Yy, to, or interact with, the organisation that provided you with the
to proposed carriageway level. Existing cover to be y, data. You are not permitted to copy, sub-licence, distribute or sell
replaced with new solid galvanised steel cover to be Y any of this data to third parties in any form.
maintained as a chamber. P
4 Key:
y Rey:
Proposed Type 1 gully, refer to SD-500-01. 4 =  Existing gully grating cover to be removed to
P d tip off site
Existing gully connection to be maintained. A : . L . .
// Existing manhole frame and cover to be raised Indicative location of existing surface water
N y approximately 65mm to proposed level of carriageway. pipe
N
Existing slot drain to be > AN 4 == Proposed 150mm dia connection
cleaned/jetted. ¢ N /\ Extents of proposed raised table.
Y 4 N — — Extents of proposed raised table
P N
// / [ | Existing manhole frame & cover to be raised
A
n \ / Av Existing manhole Hﬂ_.m:_m. to be raised mvv_..ox._Bmﬁm_v\ mam  Existing slot drain
N / 65mm to proposed carriageway level. Existing
A\ < cover to be replaced with recessed/ infill cover. == Existing connection to remain
7 \ /
. Proposed Type 1 D400 gull
Av L— Proposed 150mm dia connection into - P yp oy
/ L .
existing gully chamber. See detail A. DRAWING STATUS:
/ A -FIT FOR CONSTRUCTION
Vz
ndicative location of existing
surface water pipe.
AV Scale 1:200 ” , — v
2nd Floor Shirehall, Abbey Foregate, Shrewsbury, SY2 6ND), UK
T+ 44 (0) 1743 276305
Detail A wsp.com
— Proposed Type 1 D400 gully chamber to be — Refer to drawing 70037965-C-700 : .
installed at-grade with existing carriageway level. for surfacing details. mj_\,o_u m_J_ _)m
= Council
. — Proposed solid gully cover at-grade
Edge of proposed raised table. with proposed raised table.
— Trench to be reinstated
as per SD-700-02. Myddle School Safety Scheme
250rmm I|/ Existing carriageway level.
Existing gully grating cover to be removed and
existing frame to be raised approximately 65mm.
e - Drainage Plan
——— Existing inlet to be maintained.
/ P . SCALE @ A3: CHECKED: APPROVED:
. . Existing gully chamber to remain unchanged. As Shown pS PR
Proposed 150mm dia connection to — —— —
be installed with 1:40 gradient. 70037965 PS RB March 18
DRAWING No: REV:
Existing outlet to be maintained 70037965-C-500 }
Scale N.T.S © WSP UK Ltd




